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Oil-injected Rotary Screw Compressors

Technical Specifications

MAX.WORKING PRESSURE —m_-m— dB(A) Weight
Bar (g) Performance / Capacity KW (kg)
Fixed Speed

IPOWER 11.Dd.SD 108 m3/h 85x125x130
IPOWER 15.Dd.SD 162 m3/h 85x125x130
IPOWER 22.Dd.SD 235m3/h 85x125x130
IPOWER 55.Dd.SD 600 m3/h 158x116x160

Smart Speed
IPOWER 22.Dd.SS+ 16-315 m3/h 865x665x910
IPOWER 30.Dd.SS+ 235-470 m3/h 105x750x104
IPOWER 37.Dd.SS+ 250-525m3/h 125x103x127

PM Series

IPOWER 7,5 KW 10 D PM+ 67 m3/h 86x66x91
IPOWER 11 KW 15 D PM+ 106 m3/h 105x75x104
IPOWER 15 KW 20 D PM+ 147 m3/h 105x75x104
IPOWER 22 KW 30 D PM+ 225m3/h 116x80x104
IPOWER 37 KW 50 D PM+ 380m3/h 125x103x127
IPOWER 55 KW 75 D PM+ 600 m3/h 158x116x160
IPOWER 75 KW 100 D PM+ 750 m3/h 158x116x160

* Unit performance measured according ISO 1217 ed. 4 2009, annex E, latest edition
inventapower.com * FAD is measured at maximum working pressure.
* Reference conditions: Absolute inlet pressure 1 bar (14.5 psi) — In-take air temperature 20°C/68°F.
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